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NURAPLY TPO BONDING ADHESIVE 1121  

TECHNICAL DATA SHEET 

 
 
Application  
 
• Excellent coverage up to 6.5m per Litre of bonded membrane 
• Fast-drying solvent system 
• Easy application using roller or brush 
• Spray application also possible 
• High initial tack 
 
Description 
 
Nuraply TPO  1121 Bonding Adhesive is a contact-type bonding adhesive specially designed for 
bonding TPO single-ply roofing membranes and flashings to various roofing substrates. Nuraply TPO  
1121 Bonding Adhesive is a general-purpose rubber-based bonding adhesive for attaching TPO-based 
single-ply membranes to various substrates 
 
Physical Properties 
 
Base: Synthetic polymer 
Viscosity (Brookfield cps): 2,300 – 2,700 
Solids Content %: 25 +/- 2.5 
VOC: 611 g/L 
Solvent: Hydrocarbon blend 
Flash Point: -18⁰C 
Weight: 16.78 per pail 
Colour: Yellow 
Shelf Life: 1 year, unopened 
Open Time: up to 60 minutes 
Dry Time: 5 – 15 minutes 
Application: Roller, brush, or spray 
Pail Size: 18.92L 
Storage: Keep from freezing; store above 40°F (4.4°C) 
Installation Temperature: Minimum application temperature is 4.4°C and rising 
 
Safety 

Please observe the actual valid material safety data sheet and follow the described safety 
measures for handling of the product. 

Transport Classification 
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The information in this product data sheet is based on our experience and testing. It represents the latest 
information available at the time of printing, but no guarantee of its accuracy is made or implied, nor responsibility 
taken for use to which this information may be put. We reserve the right to alter or up-date information parameters 
and formulations at any time without notice. 
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